
Description:
• SAMPRIME AR is a high quality, artificial resin dispersion used as sealing agent for absorbent 
   substrates for waterproofing with excellent penetration properties.

Advantages:

• Excellent penetration in surface and provides superb bonding between base substrate and 
   waterproof coating.

• Coating film is thin but flexible with excellent adhesion to concrete, cement-based mortar and 
   cement screed.

• Coating film eliminates porous in concrete surface.

• Exceptionally ideal for alkaline concrete and saline environment. 

Properties:
• Dry on absorbent substrates within 15 minutes.

• Drying on non-absorbent substrates takes about 12 hours.

SAMPRIME® AR
Water base primer for waterproofing 

Method of use:
• Stir well before use.

• SAMPRIME AR should be immediately applied in a thin continuous film using stiff brush / roller.

• Porous concrete or mortar may require two coats of SAMPRIME AR.

Recommended applications:
• For strong bonding between surface of concrete and waterproof coating.

• To ensure better sealing of concrete screed surface.

• Not recommended for wood, plastic metal, paint.
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PRODUCT DATA: 

Liquid

Resin

White

5.0 to 6.0 sq. m. per kg

12 months at 35 C  

Store in dry and frost free place 

Use gloves, goggles 

20 kg, 5 kg and 1 kg

Form 

Base 

Colour

Coverage/ consumption

Shelf life

Storage 

Safety

Packing

o


